10" THREADED
ROD WITH BOLT

WASHER AT EACH

END

2 1/4" DIA. LAG
BOLTS 4" LENGTH
ATTACHED TO W4
4x4

12

&_

9!_3"

32"

10"44" 3!_5" \I 2
9'- 1 1 1u
4 TEMP. BLOCK
[ 31_ "
e X
#V
K K~
2X6
QV e
'-48"
—2X06
2!_%8"
3!_73"
] 7"
4'-8g TAKE-OFF SCHEDULE
5-_103-- UNIT LENGTH NUMBER
= 2X4 8'-11 3/8" 1
6!_1 18"
2X4 9'-3" 1*
] 3"

8-13 2X4 811" 1%

9!_2;" 2X4 8!_9" 1*

- 2X4 8'-7" 1%

1 1 l_78"

2X4 8'-4" 1*

1 293 2X4 82" 1%

’ 2X4 8'-0" 1*

1 3!_1 (bll

2X4 7'-10" 1*

14' 2X4 7'-7" 1*

2X4 7'-3" 1%

ELEVATION 2X4 7'-0" 2%
2X4 9'-11 1/4" 1**
2X4 3'-4" 1**

2X6 14'-Q" 2

* DIMENSION TO LONG SIDE OF

2x4

** TOP PLATES TO BE CUT AT3




